Work Safe Bulletin

Isocyanates

The Cement Finishing La-
bour Relations Association
represents the labour rela-
tions and safety interests of
the cement finishing indus-
try across Ontario.

The purpose of this docu-
ment is to provide specific
hazard information and
promote discussion of safe
work practices.
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Background:

Isocyanates are a common component of polyu- 8
rethane and epoxy materials.

Isocyanates are reactive irritants which can be
absorbed through the eyes, skin and lungs.
Sensitization to isocyanates can result in possi-
ble skin irritation and allergic respiratory reac-
tions.

Exposure to Isocyanates can be prevented
through the use of proper personal protective
equipment (PPE).

Recommendations:

Each project has unique characteristics that require careful consideration. It is
strongly recommended that this issue be discussed at the preconstruction meeting
with your safety representative. To reduce the possibility of an iliness, it is recom-
mended that the following be considered:
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Workers must understand the WHMIS (See also Global Harmonized Sys-

tem) and read the Safety Data Sheet (SDS) for each material to determine

the safe handling procedures and necessary personal protective equipment

to be employed for its safe use.

2. Direct exposure to materials containing isocyanates should be avoided

through the use of impervious protective clothing, gloves, and a supplied air

full-face respirator where required.

Ensure adequate ventilation to eliminate the accumulation of vapours.

Store materials in tightly sealed containers when not in use.

Ensure that measures are taken to protect other workers or building occu-

pants adjacent to the work area. For example cordon off the work area to

prevent entry by unprotected workers.

6. Use good hygiene practices—wash hands and face prior to eating, drinking
or smoking.

7. Clean up spills quickly wearing the appropriate PPE.
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Further references:

Ontario Reqgulation 490 - Designated Substances
CSA Z94.4-15 Selection, Use and Care of Respirators
Occupation Health and Safety Act

Ontario Regulation for Construction Projects
Infrastructure Health & Safety Association




